
SAP Code Hose Name Ø  
(mm)

Length  
(m) Technology Layers Guarantee 

Operating 
Temperature 

(ºC)

Burst 
Pressure 

(Bar)

100-100-577 Select Hose 12.5 15 Braided 4 10 -20 to +40 30

100-100-579 Select Hose 12.5 30 Braided 4 10 -20 to +40 30

100-100-609 Select Hose 12.5 50 Braided 4 10 -20 to +40 30

100-100-581 Select Hose Starter Set 12.5 15 Braided 4 10 -20 to +40 30

100-100-583 Select Hose 12.5 30 Braided 4 10 -20 to +40 30

SAP Code Hose Name Ø  
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(m) Technology Layers Guarantee 
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Temperature 
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(Bar)

100-100-618 Ultraflex Hose 12.5 30 Knitted 5 20 -15 to +60 20

100-100-620 Ultraflex Hose 12.5 50 Knitted 5 20 -15 to +60 20
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(m) Technology Layers Guarantee 
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(Bar)

100-002-107 Ultramax Hose 12.5 30 Knitted TNT™ 5 25 -15 to +60 25

100-002-108 Ultramax Hose 12.5 50 Knitted TNT™ 5 25 -15 to +60 25
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(m) Technology Layers Guarantee 
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100-002-080 Ultimate Hose 12.5 30 Knitted TNT™ 6 30 -20 to +60 35

100-002-086 Ultimate Hose 12.5 50 Knitted TNT™ 6 30 -20 to +60 35
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100-003-773 Superhoze 18 7.5 Expanding 2 5* 0 to +40 28

100-003-775 Superhoze 18 15 Expanding 2 5* 0 to +40 28

100-003-777 Superhoze 18 30 Expanding 2 5* 0 to +40 28

100-003-780 Superhoze 18 40 Expanding 2 5* 0 to +40 28

100-100-215 Superhoze City Plus 18 7.5 Expanding 2 5* 0 to +40 28

100-100-218 Superhoze City Plus 18 15 Expanding 2 5* 0 to +40 28
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100-100-242 Wonderhoze 18 12.5 Expanding 2 5* 0 to +40 28

100-100-244 Wonderhoze 18 25 Expanding 2 5* 0 to +40 28

Alternative Hose Range

Traditional Hose Range



Notes: Alternative hose diameters are based on the internal size and may vary dependant upon water pressure.
 Superhoze lengths are up to the value given and are dependent upon water pressure.  
 It is recommended that all hoses are emptied after use and put away during cold or frosty weather.
 *3 year guarantee + additional 2 years if you register online with Hozelock.  

Terms and conditions apply: www.hozelock.com/guarantee     
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100-003-773 Tuffhoze 18 12.5 Hybrid 2 30 -15 to +60 40

100-003-775 Tuffhoze 18 25 Hybrid 2 30 -15 to +60 40

100-003-777 Tuffhoze 18 35 Hybrid 2 30 -15 to +60 40

Alternative Hose Range


